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The problem: To have good electrical contact, a 
female subminiature D connector pin should exert a 
retention force of from one to eight ounces. Conven- 
tional force-indicating gages are expensive and require 
much time to read or record their outputs. 

The solution: A simple mechanical gage that meas- 
ures the female connector-pin retention force in a 
go-no-go procedure by observing the action of a cali- 
brated spring. 

How it's done: The gage consists basically of a 
housing, plunger, and tension spring. The plunger ter- 
minates in a male subminiature D connector pin, and 
its forward movement is resisted by a tension spring 
that can be readily changed to one of less or more ten- 
sion by removal of the plunger handle. 

In operation the plunger handle is depressed until 
the spring is fully depressed and further travel is not 
possible. The male pin is then inserted in the female 



pin and the inserting force removed. If the plunger 
pops back to its original position, withdrawing the 
male pin, the retention force of the female pin is less 
than the force exerted by the tension spring. Selection 
of the tension spring may be varied as desired to as- 
sure good electrical contact over a wide range of en- 
vironmental conditions. 

Notes: 

1. After selection and installation of the tension 
spring, it is possible to check a great many female 
pins in a short time using this simple yes/no pro- 
cedure. 

2. Inquiries concerning this innovation may be di- 
rected to: 

Technology Utilization Officer 
Jet Propulsion Laboratory 
4800 Oak Grove Drive 
Pasadena, California, 91 103 
Reference: B65- 10034 

(continued overleaf) 


This document was prepared under the sponsorship of the National 
Aeronautics and Space Administration. Neither the United States Govern- 
ment, nor NASA, nor any person acting on behalf of NASA: A. Makes 
any warranty or representation, express or implied, with respect to the 
accuracy, completeness, or usefulness of the information contained in 


this document, or that the use of any information, apparatus, method, 
or process disclosed in this document may not infringe privately-owned 
rights; or B. Assumes any liabilities with respect to the use of, or for 
damages resulting from the use of, any information, apparatus, method, 
or process disclosed in this document. 





Patent status: NASA encourages commercial use 
of this innovation. No patent action is contemplated. 
Source: Radio Corporation of America under 
contract to Jet Propulsion Laboratory 
(JPL-SC-071) 
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